
HEXPIN® APPLICATION CHART

• For increased performance
add weight.

• For increased perform-
ance add weight.

• Fine sand may be added
to enhance paint removal.

• For increased performance
add weight.

• Fine sand may be added to
enhance adhesive coating
removal with Carbide and
Diamond Hexpin®.

• Cleanup applications should
only be done when most of
the mastic has been removed
with Carbide Hexpins®.
Concrete must be exposed
before moving to Diamond or
Turbo-Cut®™Hexpins® for
cleanup.

• Diamond Disc Pad
Hexpins® are available in
a variety of grits. Match
the grit selection to job
application.

• The Hexpin® Sander
attachment allows stan-
dard buffer accessories to
be used with the Pearl
Hexpin® Plate. Select the
appropriate attachment
for your job application.
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CARBIDE
CHIP

AGGRESSIVE
CHIP

50-50 Reverse-Reverse.
See

Hexpin™
 inform

ation booklet for
explanation of chip m

ethod.

Very Aggressive Chip.  Use
tw

elve (12) HEX4CARB and a
Super Clutch™

Aggressive Chip.  Use tw
elve

(12) HEX3CARB

General Purpose Diam
ond Pin.

Heavy Duty Diam
ond Pin.

Hard Bond for Green Concrete
Diam

ond Pin.

INDIVIDUAL JOB REQUIREMENTS MAY VARY.
This chart only represents a general overview of
Pearl's Hexpin® System. For more complete techni-
cal instruction, please refer to our Hexpin®
Information Booklet or consult your local distributor.

®


