
NEW  Pelican Mixing Station 
with Dust Control

•  Canister cover and dust extraction port reduces 
airborne dust and splatter

•  Powerful 2-gear variable-speed motor –  
can also be used for hand-held mixing

•  Ideal for "assembly line" mixing – run  
multiple batches with PMP80DC-23 
and 2+ PMP80 Pelican Carts

For smaller jobs – mix, transport 
and pour up to 3-bag batches
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Model No. PMP80DC-23

Capacity 3 Bags
Output Up to 1500 lbs./hour
Power 14.5 AMP / 110 V
2-Speeds 0-250 and 0-580 RPM 
Weight 65 lbs.
Paddles 2 included

PMP80 Pelican 
Cart & Canister

Ideal for transporting and 
pouring materials mixing 
back-to-back batches.

Canister cover for reduced airborne 
dust and reduced splatter

Standard equipment included: EHR 23/2.4 Mixing Drill, 2 paddles  
(TK200P and MG 160), transport cart, canister, liner, canister cover with 
hinged lid and motor mount. For replacement liner, order part no. PH705.

Optional lid 
   with chute
      order part  
         no. PH723

Pelican Mixing Station includes 
EHR 23/2.4 mixer – hand-held 
mixing drill can also be used 
for applications that don't  
require the canister.

Accessories:
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Portable Electric
Mixers & Mixing Stations

PMH80F-DC PMH80X-DC

EHR 18 S
Capacity 
2 bags, 20 gallons

Output 
up to 700 lbs./hour

Twinmix 1800 T
Dust extraction port - high-viscosity  
dual-paddle mixing and pouring cart
Capacity  17 gallons

Output  up to 1400 lbs./hour

MEGA HIPPO
Dust extraction port and lid; models for 
level floors and rough terrain. 
Mix, transport and pour.
Capacity  6 bags, 23 gallons, 350 lbs.

Output  up to 2200 lbs./hour

EHR 20.1 R Set
Soft Start
Capacity 
3 bags, 25 gallons

Output 
up to 900 lbs./hour

EHR 23/2.4 S
2-speed gearbox
Capacity 
5 bags, 35 gallons

Output 
up to 1800 lbs./hour

EZR 23 R/RL
Forward and reverse -  
without rod changeover
Capacity 
5 bags, 25 gallons

Output 
up to 1200 lbs./hour

EHR 750 B
Gas-powered with high-
torque 4-stroke engine, 
runs 5 hours on 1 gallon
Capacity 
3 bags, 25 gallons

Output 
up to 900 lbs./hour

Mixing Stand
Easy setup, no clamping 
required. Rear wheels for 
extra portability. Ideal for 
use with 5-gallon pails.
Mixer, paddle and bucket 
not included.
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